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M E M O R A N D U M 
ADDENDUM NO. 1 

 
Date:   September 19, 2019    
 
To:   Proposers  
 
From:          Windy Spatafora 
       Commodities & Contractual Services Manager  

      Florida’s Turnpike Enterprise   
      
Subject:      DOT-RFP-20-8005-WS  

Rapid Incident Scene Clearance (RISC) for Florida’s Turnpike Enterprise 
_________________________________________________________________________________________ 
 
Bidders and other interested parties are informed that the above referenced document is hereby revised, changed and 
supplemented as set forth below: 
 

1. Appendix “C,” Equipment and Vehicle Requirements, Page 2 of 3, Section D, has been revised to amend 
the Recovery Wrecker Requirements. 

 
2. Exhibit “C,” Application Form, Page 10 of 10 has been revised to add a time frame for past projects and to 

add an additional column. 
 

Please remove Appendix “C,” Page 2 of 3 and Exhibit “C,” Page 10 of 10 and replace with the attached revised Pages 
dated September 19, 2019.  

 
The Bidder shall acknowledge receipt of each addenda to this Request for Proposal by completing Form No. 5, Addenda 
Acknowledgement Form and enclosing the same with your Technical proposal.  Please remember to replace the pages in 
your bid package with the attached revised pages. 

 
 
 

 
Failure to file a protest within the time prescribed in Section 120.57(3), Florida Statutes, or failure to post the bond or other 
security required by law within the time allowed for filing a bond shall constitute a waiver of proceedings under Chapter 120, 
Florida Statutes.   

 
 



DOT-RFP-20-8005-WS 
FPIN: 416416-1-72 

Appendix “C” 
Addendum No. 1 

September 19, 2019 
Page 2 of 3 

B. Additional Trucks and Heavy Equipment Requirements: 
(Company owned or leased) 
 1 ea. Tilt bed, hydraulic, lowboy semi-trailer (Landoll or equivalent) with a 35-ton capacity, 48 ft. 

bed and a 20,000-lb. winch with 75 ft. of 5/8” cable 
 1 ea. Tandem axle tractor with a sliding fifth wheel 
 

C. Subcontracted Service Providers 
 

The Vendor shall provide in-house capability or proof of an existing account in good standing with a local 
company to provide the following services. These services must have the means to respond to a major 
incident scene 24 hour per day/7 days per week. 
 A Disposal Company that can deliver to the scene of an incident dumpsters or hoppers for crash 

debris, fire debris and or spilled non-hazardous cargo. 
 A Vacuum or Suction Service for offloading or recovering spilled grains, powders, plastic pellets, 

etc. 
 A Trucking or Transport Company that can provide dump, refrigerator or flatbed trucks and 

trailers. 
 A source of bulk sand. 
 

D.        Items Required on Recovery Wreckers 
 

Each Recovery Wrecker shall carry the following tools, supplies and rigging: 
 Alloy (grade #8 G 80) chain: 2 ea. 3/8”x 10’, 2 ea. 5/8”x 10’ and 4 ea. ½”x 10’ 
 2 pair (4 ea.), wide profile, 50-ton 50-ton capacity per pair, nylon recovery straps 
 4 ea. heavy duty snatch blocks (working load matched to the wrecker) 
 Various hooks, clevis’ and chokers (matched to the wrecker capacity) 
 Load binders, transport chains and cheater pipe 
 Various timbers/cribbing/chocks/2x4 lumber  
 1 ea. High Pressure air cushion (24”x24” or equivalent) with control module and hose 
 1 ea. Air impact wrench with sockets 
 1 ea. Air powered metal chisel 
 1 ea. Bolt cutters (36” min.) 
 1 ea. BC Fire extinguisher (10 lbs.) or 2 ea. BC Fire extinguisher (5 lbs.) 
 1 ea. Long handle axe 
 1 ea. Long handle shovel (flat blade) 
 1 ea. Long handle shovel (round blade) 
 1 ea. Street broom 
 1 ea. Pike bar (5 ft. min.) 
 1 ea. Crow bar (36” min.) 
 1 ea. Sledge hammer (10 lbs. min.) 
 1 ea. Hydraulic jack (20-ton min.) 
 1 ea. Vehicle spill kit (putty/pads/poly socks) 
 Angle iron or aluminum, wide flange various lengths 
 1 ea. Complete brake release kit: (hand tools, hoses, glad hands, numerous fittings and brake caging 

bolts) 
 2 ea. Heavy duty, Industrial flashlights 
 12 ea. Thirty-six (36) inch, 12 lb. FDOT certified reflectorized traffic cones  
 1 ea. Commercial box 30-minute highway flares 
 120 lbs. or 30 gal. of oil dry or approved absorbent 
 50 ft. of rope (1/2”) 
 1 ea. Tarpaulin (Minimum size of 400 square feet) 
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                                                            Past Completed Projects 
List past completed projects with date, location and entity served for at least the last three years. 

 

Project Name Date(s) Location Entity Served Completed 
Successfully? 

Contact 
Name/Phone No. 

  

 

    

  

 

    

  

 

    

  

 

    

  

 

    

  

 

    

  

 

    

  

 

    

      

Use additional sheet as needed 
 

Page 10 of 10 
 

Vendor Name: ___________________________ 
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